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SETUP OPERATION HAZARDS

Press the open button for 

access to the rotor.B

Remove the rotor cover by 

pulling on the knob in the 

center.
C

Adjust the speed and time 

controls to desired settings.D
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Load the rotor ensuring that 

samples are balanced and the 

weight limit for the rotor is not 

exceeded.

E

Verify the device is plugged in 

and the Main Power switch is in 

the ON position.

Replace the rotor cover and close the 

lid.  The lid indicator on the display 

will appear when the lid is secured.
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Parameters can be changed 

during a run by pressing the 

speed and time buttons.
B
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Setting the time to above 99 or below 0.5 

will show as 00 on the readout.  This 

indicates the centrifuge will run 

indefinitely when started and the time 

display will count up the minutes.
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The short spin button can be used to spin 

samples at the set speed for as long as 

the button is held down.E

Press the Start/Stop 

button to begin the 

cycle.
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ELECTRICAL HAZARD
This equipment contains liquid 

near electrical connections.

Once the cycle has finished and the lid 

opens, remove the rotor cover and 

samples, then replace the cover and close 

the lid. 
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For additional help contact the Lab 

Space Manager

PROJECTILE HAZARD

Use of an imbalanced or 

damaged rotor may result 

in a projectile hazard.

PINCH HAZARD
This equipment contains moving 

parts near the lid/agitator that may 

cause physical harm.

PREVENTION
EYE PROTECTION

Wear safety glasses while operating.

PROTECTIVE GLOVES
Wear appropriate gloves for heat and 

chemical usage.

NON-SLIP, CLOSED SHOES
Wear non-slip, closed shoes to avoid 

spills.

READ MANUAL
Become familiar with this guide 

before operating.
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INHALATION HAZARD
Improperly sealed tubes or spilled 

liquids may atomize or vaporize in 

the chamber.
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Pressing both speed adjustment 

keys simultaneously the  will 

change the speed read out 

between rcf and rpm.

Pressing both speed adjustment 

keys simultaneously the  will 

change the speed read out 

between rcf and rpm.
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